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Introduction. An adaptive hydraulic drive of the tool advance 
in a mobile drilling machine is studied on the example of the 
URB-2.5 installation. A typical technological cycle of the 
mobile drilling machine is considered; the performance 
criteria are defined. An original design of the adaptive 
hydraulic drive is proposed on the basis of the analysis. 
Adaptation of the hydraulic drive of the tool advance is 
carried out using an adjustable volumetric hydraulic motor 
with a hydraulic control circuit under discontinuous loads on 
the tool during the drilling process. 

and Methods. 


computational experiment in the Matlab Simulink program, 


Materials Through a __ preliminary 
the following parameters of the control loop devices were 
determined: a hydromechanical sensor and a hydraulically 
controlled valve, on the basis of which the experimental setup 
was implemented. The performed multifactor experiment 
allowed identifying the processes in the original hydraulic 
control circuit of the hydraulic motor under various modes of 
tool loading. 

Research Results. The kinematic and power characteristics of 
the hydromechanical system of a mobile drilling rig, the 
hydraulic control effect on the settings of the hydraulic 
control circuit devices were obtained and determined. The 
results enabled to specify the rational ranges of the 
hydromechanical system operation for a typical work cycle. 
Discussion and Conclusions. The results obtained can be 
used to create hydraulic systems of new drilling machines 
with various characteristics. The application of the developed 
techniques of research and processing of their results will 
reduce the time and costs involved in designing adaptive 
hydraulic systems for mobile technological machines, 
conducting 


creating prototypes and commissioning 


procedures. 


JloHcKoi rocyapcTBeHHbIM TeXHHU4eCKHH yHUBepcutet, r. Pocros-Ha-Jlony, Poccuitckaa Dezepaina 


Beedenue. CratTba NOcBaleHa UCCIeOBaHUIO ajlalTHBHOrO 
THAponpHBoya MWoOsawi WHCTpyMeHTa MOOWIbHOM OypoBol 
MalliMHbI Ha wWpwMepe ycraHoBKH YPb-2,5. Paccmotpeu 
THMOBOM TeXHOJOrM4YeCKHH IKI MOOMIbHOM OypoBOH 
MalUMHbI, OmpeyieyieHbl KpuTepuu dyHkuMOHMpoBaHua. Ilo 


pe3yIbTaTaM aHasiu3a TIpeWI07%KeHO OpPHTMHasIbHoe 
CX€MOTeEXHHYeckoe pellieHve aflanTHBHOrO TrHuyzpompHBora. 
Ayanrainu THIpPOMpuBoTa noyjaun HHCTpyMeHTa 


OCYIIecTBIAeTCA IIpH MOMOLIM perysupyemoro oOObemMHOrO 
THIpOABHraTesia C KOHTYpOM IpaBlMyeckoro  yrpaBsIeHHA 
TIpH W3MeHAFOMIeicaA Harpy3Ke Ha MHCTpyMeHTe B Iportecce 
OypeHuaA. 

Mamepuazbi u memoooi. IIpeqBapvitesIbHbIM BbIMMCIIMTeJIbHbIM 
9KCIepHMeHTOM B TporpamMe Matlab Simulink ompeyeseHsi 
llapaMeTpbl yCTpOvicTB KOHTypa ylipaBJIeHua: 
THIpOMexaHnyeckoro aTaKa WU THApOyNpaBsAMoro KlaraHa, 
Ha OCHOBe KOTOPbIX peayIM30BaHa 939KCIIePHMeCHTaIbHad 
ycTaHoBKa. BbIMOJIHCHHbIM MHOrOMaKTOpHbIM 3KCIIepHMeHT 
MO3BOIM UAeCHTHUIMpOBaTb MPOLeccbl B OpHIMHasIbHOM 
THIpaBsIMYeCKOM KOHType yiIpaBsIeHHA THIPOMOTOPOM IIpu 
pa3yIM4HBIX pexkKuMax Harpy2KeHuaA MHCTpyMeHTa. 

Pezyibmamel ucciedoeaxus. Tlomry4eHbl UU OlpeyiesieHbl 
KHHeMaTH4eckHe u CHJIOBbIC xapakTepHcTHKU 
THIPOMexaHvyecKOl CHCTeMbI MOOWJIBHOM OypoBOl yCTaHOBKH, 
BIMAHMe THapaBsIMyecKorO§ ylipaBsIieHHa Ha TapaMeTpbl 
HacTpOMKH yCTpOMCTB KOHTypa. Pe3yIbTaTbI MO3BOIIMIM 
OMpeeIHTb pallMOHasIbHble Mala30Hbl (yHKWMOHMpoOBaHHA 
THI pOMexaHv4ecKOH CHCTeMBI JIA THMOBOrO padouero IMKIAa. 
O6cyorcoenue u 3akioueHud. Ilosy4eHHble pe3syJIbTaTbl MOryT 
ObITb HCIOb30BaHbI TPH CoO34aHHH TUAPOCHCTeM HOBBIX 
OypOBbIX MallIMH C pa3IMYHbIMM XapaKTepHCTHKaMH. 
Vcnonp30BaHve pa3pa0oTaHHbIxX MeTOMK UccieyqOBaHuA 
OOpadoTKH UX pe3yIbTaTOB MO3BOUIMT COKpaTUTb 3aTparTbl 
BpeMeHH HU cCpeyCTB pH TpoeKTMpoBaHHM aslalITHBHBIX 


TUApOCuCcTeM MOOMJIBHBIX TEXHOJIOTH4YCCKHX MaluuvH, CO37aHvu 





* The research is done within the frame of the independent R&D. 
™ E-mail: v.sidorenkol942@gmail.com, vig84@yandex.ru, rakulenko84@mail.com, poleshkin.maks@gmail.com., dydedmi_77_ 06 02@mail.ru 
*“Padota BBINOIHeHa B paMKax HHUIMaTuBHOM HUMP. 


Vestnik of Don State Technical University. 2019. Vol. 19, no. 1, pp. 13-23. ISSN 1992-5980 eISSN 1992-6006 
Becmuuk JToncxkozo 2zocyOapcméennozo mexnuyeckozo ynuegepcumema. 2019. T. 19, Ne 1. C. 13-23. ISSN 1992-5980 eISSN 1992-6006 





OMBITHbIX OOpPa3l{OB H MpOBeJTeEHHH MWyCKO-HaslayJOUHbIxX paovor. 


Keywords: adaptive hydraulic drive, mobile drilling unit, KuroueBble CJIOBa: aalTHBHbIM THAPOMpUuBOA, MOOWIbHAaA 
drilling technological cycle, hydraulic control circuit, OypoBad yCTaHOBKa, TexHOJOrM4ecKHH UMKI OypeHnua, 
hydromechanical sensor, kinematic and power KOHTyp THpaBsIM4ecKOrO yupaBseHHA, rujpoOMexaHuyeckuh 
characteristics. aTUnK, KHHeEMATHYeCKHe UV CHJIOBbIe XAPAKTEPUCTUKU. 

For citation: V.S. Sidorenko, et al. Study on oil pilot circuit Oopazeu OnA = YUMUpoeanua. CuyopeHKo, ' B.C. 
of adaptive hydraulic drive of tool advance in mobile drilling Uccneqopanue YrvypaBiMyecKoro KOHTypa  yripaByieHua 
machine. Vestnik of DSTU, 2019, vol. 19, no. 1, pp. 13-23. ajlanTHBHOTO TvyApompuBoya Tosayw WHCTpyMeHTa 
https://do1.org/10.23947/1992-5980-2019-19-1-13-23 MOOHJIBHOUN OypoBol MammMHsI / B. C. Cugopenko [u gp.]| // 


Becruuk J[oHcKoro roc. TexH. yH-Ta. — 2019. — T.19, Nel. 
— C. 13-23. https://do1.org/10.23947/1992-5980-2019-19-1- 
13-23 


Introduction. Dynamic development of natural resources requires the improvement of existing and the 
creation of new automated complexes of processing equipment for drilling production with improved mechanical and 
energy characteristics. Analysis of the known circuit design solutions of hydromechanical systems (HMS) of mobile 
drilling machines (MDM) identified the key feature of their construction — a multi-engine system, in which it is 
important to consider the effect of the tool feed drive and the main motion drive during the technological cycle [1-4]. 
At this, the quality, productivity and safety of operation depend much on how the kinematic and force parameters (V, 
M, etc.) are matched under changing the tool loads [4, 5]. In view of the above, the work objective was to increase the 
efficiency of the hydromechanical system of MDM working motions through developing and studying its hydraulic 
control circuit. 

Performance Criteria. In the drilling process, an important criterion is the fulfillment of the basic production 
requirement — operation matching of the main motion and feed drive, which would ensure a stable tool advance 
revolution [6]. 

Using the basic laws of similarity of various process cycles, it is easy to apply the above reasoning to the 
technique of drilling various wells [7, 8]. 


The performance (II9) is determined as follows: 


Ho = 1/Tor (1) 

Hoey = Wo ky ky = Lex / Lon (2) 

Ton = Imam + Tec + To3 + Tosca + Trem. (3) 
Tam = Lon /Vai Va = So'Du (4) 

ny = 1000: Vgyp / 3,14:Dy. (5) 


To is reference cycle time; Ty3 is time of adjustment of the next reference operation cycle (increasing the tool 
length); Tam 1S machine time spent on the cutting operation (drilling) when moving the tool by the value of Loy with 
V, Speed. 

When the condition (Sp = const) is fulfilled, the tool life corresponds to Ty = [Tyy] standard with Dy diameter 
and ny frequency of tool rotation. In this case, the number of tool changes throughout Lox = Loyk, drilling depth is 
reduced. 

Tc 1S time spent on installation, commissioning operations, and tool change. It is regulated by the equipment 
type [7]; 

Toscy 18 scheduled time of change (replacement) of the tool after the development of its technological stability 
(Ty); 

Tpem 1S time for eliminating failures, 1t is reduced with the increased reliability; Vsgyp, S, are standards for 


drilling soils of various categories by o; or from the practice of drilling in each region [5]. 
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The tool life and capacity depend directly on the stability of S,(t) value (working process flow per revolution) 
[7, 9]. This is achieved in case, when S,,(t) minute feed rate performed by the drive of the MDM dependent feed, 
decreases synchronously with reducing the tool n(t) rotational speed. When the elastic deformations are not considered 


in the kinematic tool feed chain, then the feed amount is determined as follows: 


Sy(t) = an (6) 
Su(t) = (7) 
w(t) = 2m: n(t) (8) 


where v(t) 1s linear tool advance speed, m/s; w(t) = 27+ n(t) are angular velocities of tool rotation, rad/s; n(t) is tool 
rotation frequency, rev/s. 

As 1s well known, the possibilities of rigid stabilization of each of the working motions under the conditions of 
hydraulic drive application are limited. In the technological machines of this type, the task of adapting a volumetric 
hydraulic drive is not solved automatically, but 1s done manually by the operator [3, 10]. 

Circuit Solution. On the basis of the previously proposed structural scheme [11], as well as the analysis of 
typical MDM operation cycles, the MDM URB-2.5 schematic hybrid (Fig. 1) is proposed. It considers the behavior and 
composition of its mechanical subsystem. 

The machine power system consists of hydraulic fixed axial-piston pumps (H1, H4), installed on the chassis 
transfer gear through power take-offs (PTO). The PTO control is electro-pneumatic and it 1s performed through 
switches installed in the cab of the auto chassis [10, 12]. 

The hydraulic control circuit (HCC) of the installation receives hydraulic energy from H2 two-stage pump 
driven by an electric motor. The electric motor receives power from the auto chassis generator. The first section of H2 
directs the hydraulic energy to GMD1 sensor, the second one — to the hydraulically operated valve (HOV). 

The operation of both HCC circuits occurs off-load, so overheating of H2 two-stage pump motor is excluded. 
Each two-stage pump has a safety relief valve with electrical control (KP2, KP3). Pressure is controlled by MN3 and 
MNS gauges respectively. HCC has its own closed hydraulic tank (B2) [13]. The main hydraulic tank is B1 tank 
equipped with F1, F2, F3 drain filters, TO1 and TO2 heat exchangers. 

The MDM hydraulic system (HS) is divided into two large circuits. The auxiliary circuit includes an outrigger 
drive (TH 1, PH2), a mast lift-lower drive (TI 3), and a winch drive (IM 3). The main contour includes a drive of the 


tool main motion (rotary table) and a feed drive (Fig. 1). 
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Fig. 1. Hydraulic schematic diagram of MDM URB-?.5 


The tool feed drive entering the main circuit receives hydraulic energy from the hydraulic pump (H1). The 
pump is equipped with an electrically-controlled relief valve (KII1). Operating pressure is monitored by the pressure 
gauge (MH2). Reverse movement, stop are provided by a three-position electrically-controlled valve (P2) with a closed 
center. The hydromotor (M1) of the feed drive, adjustable through mechanical transmission, provides a longitudinal 
feed of the drilling tool. The heat exchanger (TO1) and filter (1) provide filtration and conditioning of the working 
fluid. 

The pump (H4) is rotated in the same way as the pump (H1) (Fig. 1). The valve (P3) initiates start, stop of the 
main drive or feed rate increase under the rapid traverse of the feed drive. In this case, the upper position of the valve is 
turned on, and the flow of the pump (H4) enters the drive supply circuit through the check valve (KO1), and is summed 
with the flow of the pump (H1) providing a quick lowering or lifting of the tool from the well. When the pump (H4) 
operates on the main drive (P3 in the lower position), the check valve (KO1) prevents the working fluid from being 
drained out of the supply circuit into the tank (B1) [13]. 
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A similar function is performed by the check valve (KO3) when the pump is operated on the feed drive. The 
valve (P4) provides reverse of the drive main motion. Using the choke (J[P2), the tool rotation speed is adjusted (at 
idle). 

The heat exchanger (TO2) and the drain filter (©3) provide filtration and conditioning of the working fluid of 
the rotational drive circuit. 

The HCC circuit includes two original devices — a hydraulically controlled valve (HOV) (4) and a hydraulic 
multiparameter sensor (HMS) (5) (Fig. 2) [14]. Under the rapid traverse of the feed drive described above, the pump 
(H2) (Fig. 1) 1s automatically shut off by the control system (AIIM). 
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Fig. 2. MDM general view: | is adjustable hydraulic motor; 2 is tool feed drive; 3 is uncontrolled hydraulic motor; 4 is 
HOV valve; 5 is HMS sensor; 6 is gearbox; 7 is driveshaft; 8 is coupling; 9 is auto chassis; 10 is system of outriggers; 11 is tool; 12 
is main motion drive; 13 is double drum winch; 14 is hydraulic cylinder of mast lifting (lowering); 15 is swivel; 16 is mast. 


The HCC principle of operation (Fig. 2) as part of the MDM hydraulic system is as follows: the shaft (HMS) 
(5) 1s mechanically connected to the shaft (TM2) through the gearbox (6). Pressure fluctuation at the HMS input (5) is 
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transmitted to the control input of the HOV (4) which is adjusted — by selecting springs — to the mode of operation 
whereby, at its output, the average operating pressure proportional to the oscillation amplitude and, accordingly, to the 
rotational speed of the hydromotor shaft (M1) is formed. 

With resistance moment increment on the hydromotor shaft (M2), the shaft rotation speed and the oscillation 
frequency at the HMD input decrease, and the pressure amplitude increases. As it increases, the average value of 
opening the HOV valve, which supplies a greater amount of fluid from the H2 to the gearbox (M1) of the feed drive, 
increases. The control pressure (Py) at the HOV input increases, which provides an increase in the hydraulic motor 
capacity and reduces the feed speed. The mechanism of the HCC contour as a component of the HMS with a dependent 
tool advance, as well as the operation principle of the (AIIM) unit, is considered in [15]. 

The accumulator (AK) smoothes the pressure control pulsation (Py) at the hydraulic motor (M1) input 
control. Using the setting of the chokes (JIP1, J[P2) and the selection of the pressure valve (KO3), the limiting values of 
the tool feed rate and rotation speed are adjusted, and the required functional relationship between the working motion 
speeds is formed. 

The original HOV differs in function of continuous regulation of the valve flow section. Therefore, it is 
possible to control the performance of the hydromotor at all speeds. 

Experimental Study. To identify the HMS parameters operating under the specified conditions, special bench 
equipment and accessories are developed [13]. The hydromotor flow rate was determined using a turbine sensor-flow 
meter connected through the converter board (IJAITI-ALIIT). The adjustment ranges of the parameters under the study are 
shown in Table 1. 

Table 1 
Parameter ranges under HMS study 


Unit of 
measurement 


0513 Phos oa 
Choke flange | dy ——*«? O82 | mm ~—~«YSS*~h ga 


Gap between nozzle and 
eee en cn i cc 


Fl 
gage tank 


Pressure in HWS MPa 
Characteristic design factor 
2-8 Slid 


The traverse speed and acceleration of the shaft (IM) (feed drive) was determined by sequential differentiation 


sensor 





of motion over time using the following formulas implemented by post-processing of data in the PowerGraph program 
[8, 11, 16]: 





ot) =f (9) 
c(t) = =. (10) 


where w is angular velocity, rad/s; ¢ is angular acceleration of (IM), rad/s. 


The results of the obtained experimental data processing through the known methods [17, 18] are presented in Fig. 
3-9, 


The graph in Fig. 3 explains the pressure fluctuation amplitude response of the HMS under a change in the 
hydromotor (M1) speed variation within the range of 45—125 rad/s. The data were obtained when testing nozzles with 
the diameters: d,,, = 2, 4, 6 mm. 


As a result, the dependence of the pressure change was almost linear in nature, and it fell as the speed 
increased, which was associated with the non-stationary mode of the working fluid outflow through the flapper-nozzle 
unit. 
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Fig.3. Dependence of pressure fluctuation value (P7;) on @ speed of rotation of hydromotor (M1), approximation: | is 
P=0.140°-3+24.8; 2 is Py=0.36m*-3.84@+20.4; 3 is Pyp=0.210°-2.80+16.6. 


The results presented in Fig. 4 show that with an increase in the characteristic structural parameter of the flow 
section (TMJ Xq) from 2 to 8 mm, the control pressure level changes from 1.9 to 1.4 MPa. This enables to make 
recommendations for further optimization of the HMS flow path [19], in particular, for some increase in (X/JI). 
However, its further increase 1s impractical because it increases the geometric dimensions of the modulator disk. 
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Fig. 4. Dependence control pressure (P,) variation on effect of characteristic structural parameter of cross section of 
flow part (TMJ Xx), approximation: Py=1.65X)+20.75 


Fig. 5 shows the effect of the design features of (X,) on the maximum pressure amplitude (Pymax) used for the 
hydraulic control circuit during advance to the HOV. 
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Fig.5. Dependence of change in maximum amplitude of control pressure (Py ax) on effect of characteristic design parameter of flow 
section of ((MJI Xq), approximation: Pyyax=21.46X °°” 
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During identification, an important step was the determination in the HCC circuit: HMS — HOV, the degree of 
impact of each control component setting. Thus, the HOV tuning property, under the control loop performance, 1s its 
spring constant (C,,), the selection of which significantly affects the sensitivity of the control subsystem [20]. 

The characteristic built in Fig. 6 and approximated by the results of the experiment, is linear, and explains the 


magnitude of the maximum control pressure drop from 1.7 to 1.4 MPa under changing the HOV spring force. 
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Fig. 6. Dependence of maximum control pressure (Py max) variation on magnitude of HOV spring force, approximation: 
Pymax=1 Cpt] 8.5 


The second tuning element in the circuit with the HOV is an adjustable choke in the shunt line (Fig. 1). Its 
setting parameter is the flow area regulated within the range from 2.5 * 10°” to 7.5 * 10° m’. The results of the 
experiment are shown in Fig. 7. 
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Fig. 7. Dependence of maximum control pressure (Py max) variation on flow area of choke (J[P1), approximation: 
PymMax=1 Sfyp°-27.6 : fypt 84.2 
Four operation modes of the tool-drive motor (hydraulic motor (IM 1)) under relay loading, and, accordingly, 
under changing @ angular velocity by: 22 rad/s; 49 rad/s; 71 rad/s and 85 rad/s, are studied. The dependence obtained 


from the experiment is shown in Fig. 8. 
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Fig. 8. t, dependence of HCC response time on @ angular rotation velocity of hydromotor (I'M1) shaft, approximation: 
ty=-0.0027-0.4@+0.83 
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Since HCC 1s a part of the MDM hydraulic system, its length has a special impact on the quality and time of 
transient processes [16]. In order to determine the degree of impact on the above parameters, the pressure variation time 
in the control line with varying of its volume was studied (Fig. 9). 
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Fig. 9. t, dependence of HCC response time on W volume in control flow line, approximation: 
ty=-0.02@°+0.1@7+0.12@+0.5 
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The results enable to determine the critical value of the flow line volume: W = 24-10% m’, over which the HCC 
response time does not exceed 1.5 s; that is due to wave processes taking place in the pipeline, as well as to the 
parameters of the lines themselves [20]. 


Conclusions. As a result of the research, the requirements were developed, and the HMS generalized structure 
of the MDM working motions was proposed, which made it possible to increase the efficiency of drilling production 
through introducing an internal kinematic hydromechanical connection between the main motion and the tool feed 
movement. 

A hydraulic control circuit is developed and implemented on the basis of a multi-parameter sensor and a 
hydraulically controlled valve, which ensures the coordination of working motions under the discontinuous process 
duty. Considers the characteristic features of the drilling process, the configuration of the reference operating cycle, 
which allowed for the development of an automated system for driving work motions, is proposed. 
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